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PART NO.: 73939

HIGH CURRENT ANTI-VANDAL SWITCH
FUNCTION 1NO1NC MOMENTARY

SIZE 22MM
CURRENT 0.6A/125VDC

FINISH STAINLESS
ILLUMINATION NON-ILLUMINATED

TERMINAL QUICK CONNECT TERMINAL (6.35X0.8)
PROTECTION IP65 / IK10

AUGUST 2024
DIAGRAM NOT TO SCALE

ZONE REV. DESCRIPTION DATE SIGNATURE
1 Big Current Anti-Vandal Switch, Momentary

NO/NC SPDT, 125VDC, Non-Illuminated (1 MIN)
01.15.2024

73939
Big Current Anti-Vandal
Switch, Momentary
NO/NC SPDT, 125VDC,
Non-Illuminated (1 MIN)
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PANEL CUTOUT

NOTES:

L22B SERIES
HIGH-CURRENT ANTI VANDAL SWTICH 22MM
FLAT ACTUATOR
FUNCTION: 1NO1NC MOMENTARY
FINISHI: STAINLESS
ILLUMINATION TYES/ VOLTAGE: NON-ILLUM.
CURRENT: 0.6A/ 125VDC
TERMINAL: QUICK CONNECT TERMINAL (6.35x0.8)
PROTECTION: IP65 /IK09
SUPPLIER P/N: L22B-F-M3-D6-S
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DIMENSIONS
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C = Common
NO = Normally open
NC = Normally closed

Terminals (-) and (+) used with Illum. option only
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